TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION
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IMPORTANT:

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL

NOTES MD 104.00-01 - MD 104.00-18 AND
STANDARD DETAILS MD 104.01-01 -

MD 104.01-62
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NOTE; o
IN THE VICINITY OF RIGHT HAND RAMPS, [ ]
IMPLEMENT THIS TEMPORARY TRAFFIC
CONTROL CLOSURE SET UP FIRST IN LIEU |
OF THE RIGHT LANES CLOSURE SET UP
WHEN BOTH SET UPS ARE NECESSARY. .

b

m =
b

800"

KEY: | o

" = CHANNELIZING DEVICES |

-

. L
[}
- SIGN SUPPORT . ﬁ ﬁ
FACE OF SIGN |
o
ﬁ DIRECTION OF TRAFFIC O0m

WORK SITE

ARROW PANEL

PORTABLE u | |

VARIABLE ]
.
Cg
"l
/l
173 L e “

MESSAGE
SHOULDER TAPER

SIGN

|
SN\ Ml

)

\
%
\\ 2wmies \ |

1\
|'/2 MILE|\

A

L]
N —
-
MESSAGE AND PLACEMENT TO

BE DETERMINED BY ADE-T. e
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o+ o | o - FeoemeL 3 LEFT LANES CLOSURE/EXP-FREEWAY
FEVISIONS HIGHWAY ADMINISTRATION GREATER THAN 40 MPH/OVER 12 HRS.
| ::\::EODVAL 8-20-03 ::VI:’EI?E([))VAL 9-23-03 o R N I G H TT I M E U S E
StateHighway [=e= — STANDARD NO. MD 104.05-12




